
Patio doors

Add color with the

Element door
The advantages of a patio door with aluminum cladding are 
undeniable: enhanced look, strength and durability. With its 
5 trendy colors, Element allows you to personalize your 
door. Let your creativity run free to create the incredible 
decor you dream of.

Element patio door with View handle in oil rubbed bronze (Paint) finish



500 Series

20-Year Limited Warranty        See the detailed warranty on our website.

970-0559      Element Patio Door      05/2026

White
( Blue tint )

Clear  
anodized

Charcoal Commercial  
Brown

Black Custom color  
( Option )

Element Patio Door

5' width 6' width 7' & 8' width 9' & 12' width 9' & 12' width 9' & 12' width 10' & 12' width

59 ½" × 79 ½" 
58 ½" × 81" 
59 ½" × 95 ½"

71 ½" × 79 ½" 
70 ½" × 81" 
71 ½" × 95 ½"

82 1/2" × 81" 
83 1/2" × 95 1/2" 
95 1/2" × 79 1/2"  
94 1/2" × 81" 
95 1/2" × 95 1/2"

105" × 79 ½" 
103 7/16" × 81" 
105" × 95 ½" 
139 3/8" × 81"

107" × 79 ½" 
105 1/2" × 81" 
107" × 95 ½" 
143" × 79 ½" 
141 1/2" × 81" 
143" × 95 ½"

107 3/8" × 79 ½" 
107 3/8" × 95 ½" 
105 13/16" × 81" 
141 7/8" × 81"

116 7/16" × 79 ½" 
114 ½" × 81" 
116 7/16" × 95 ½" 
140 1/2" × 79 ½" 
138 7/16" × 81" 
140 1/2" × 95 ½"

× opening panel  ○○ fixed panel  ( exterior view )

For more information, visit novatechgroup.com

Colors

Performance       Air : A3       Water : 400 Pa / 8.35 psf (440 Pa / 9.19 psf with sill tower riser)       Global : R-PG45       STC : Up to 36       Door : 71 1/2" × 81"       

( AAMA/WDMA/CSA101/I.S.2/A440-22 )

Look Handle (Standard)

White

View Handle (Option)

Oil rubbed bronze (Paint)

White

Satin Nickel

Black exterior / White interior

Standard

Aluminum exterior 
jamb pocket cover

Anodized aluminum 
threshold cover

Options

Five colors of exterior aluminium cladding at no additional cost ! 

Standard white PVC interior.

Specifications

Materials 

Hybrid patio door made of PVC  

with aluminum cladding and wood frame.

Frame Depth 

5 3/4"  to 11 3/4"

Glazing

Double glazed — Low-E on surface 3 (ER 35)  
U-value: 1.65/0.29, SHGC 0.56   CAN

Triple glazed — Low-E on surface 5 (ER 37, Option)  
U-value: 1.42/0.25, SHGC 0.51   CAN

Triple glazed — Low-E on surface 2 & 5 (ER 40, Option)  
U-value: 1.19/0.21, SHGC 0.46   CAN

Triple glazed — Low-E on surface 2 (ER 21, Option)  
U-value: 1.36/0.24, SHGC 0.20   US *

Triple glazed — Low-E on surface 2 & 5 (ER 25, Option)  
U-value: 1.14/0.20, SHGC 0.19   CAN/US *
* The performance values required for the US ENERGY STAR standard are met for this item; 
however, this door is not officially certified.

• Sidelites and transoms

• Knocked down

• Blinds between glass (White or gray)

• Grilles

• �Sill tower riser for improved water 
resistance

• Exterior aluminum jamb extension

• �Interior wood extension on 3 or 4 
sides with vinyl cladding

• Interior vinyl cladding

• Aluminum brick mould

• �Aluminum sill extension

• Drywall return

• �Nailing fin (Width behind nailing  
fin: 4 9/16'' or 6 9/16'')

• Vinyl interior jamb pocket cover

• �High performance reinforcement

• Security bar

• Kick lock

• �Double-point locking system  
(Zinc or stainless steel)

• Keylock

• Keyed alike

• Reinforced screen

http://novatechgroup.com

