The Urbania door offers unparalleled energy performance and
panoramic views in two-or four-panel configurations, as well
as all-aluminum construction for durability and elegance. This
door will make your home a source of unforgettable moments
with family and friends, in a setting that reflects your
personality and style.
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A highly versatile system




Aluminum Series

Urbania Patio Door X OPERATING PANEL O FIXED PANEL  (OUTSIDE VIEW)

ASYMMERTRICAL CONFIGURATION — AVAILABLE LEFT- OR RIGHT-HANDED PANORAMIC CONFIGURATION
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Brushed Nickel* (Option)

* Corrosion protection not available
for the Brushed Nickel finish.

Frame and Sash Color
Any combination of these colors
on the inside and outside of the

frame and sash is possible. White Black Clear Anodized Custom Color
(K-1285) (K-90421) (Option) (Option)

Specifications Sill Color
Materials : Aluminum patio door

with polyamide thermal break.

Clear Anodized  Black anodized outside  Black anodized
outside / inside / clear inside outside / inside

Frame Depth: 6", 7%", 8"or 9%"
Glazing: .
Standard Options

1"double glazed — Low-E on surface 3
U-value: 1.87/0.33, SHGC 0.57, ER 32 » Anodized aluminum « Sidelites and transoms » Aluminum sill extension
threshold cover

1%"triple glazed — Low-E on surface 5 (Option)* * Grilles* » Aluminum brick mould
- EEEE CAN . int zi .
U-value 1.48/0.26, SHGC 0.51, ER 37 EIEEEM Double point zinc - Keylock - Aluminum drywall return
locking system . .
» Double point stainless steel * Nailing fin

locking system

« Ultra-resistant Robusto screen™*

*Options only available for some door configurations.
** Heavy-duty screen standard on large doors.

Performance  Air:A3  Water: 360Pa/7.5psf  Global: LC-PG40 without reinforcement, CW-PG50 with reinforcement (Option)  STC: upto 37
Door: 95%" x 95%" (OX/X0)  (AAMA/WDMA/CSA101/1.S.2/A440-11)

20-Year Limited Warranty See the detailed warranty on our website.
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